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ENGLISH
This fully automated cleaning kit must be connected by qualified personnel in the presence of the user. Check for proper 
operation after connection. 
Note: The following pictures may differ between icemaker models.

I. INSTALLATION INSTRUCTIONS

1. CONSTRUCTION

2. PARTS LIST

Unpack and check the contents against the following list.

No. Part Name
Qty

ImageKM-40C(-HC)
KM-60C(-HC) KM-80C(-HC) KM-130C

KM-140C-HC

1 Base (G) - Cleaning 1 1 1

2 T2 Truss Head Tapping Screw
(FT20408F0) 9 9 8

[1] Tube Pump
Circulates citric acid solution.

[2] Check Valve
Prevents citric acid solution 
leakage and drainage water 
backflow.

[8] Thumbscrew
Fixes louver in place.

[3] Tee
Connects icemaker drain pipe.

[4] Bushing
Positions tube.

[5] Citric Acid Pack
Stores citric acid solution.

[6] Cap Nut
Caps citric acid pack.

[7] Coupling
Quickly disconnects citric acid pack.
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3 Cleaning Pack Assy 1 1 1

4 Cleaning Piping Assy 1 1 1

5 Barrier - Spring 1 1 1

6 Spacer 2 2 0

7 Thumbscrew 2 2 1

8 Barrier - Control Box 1 1 0

9 Truss Head Machine Screw
(FST0406F0) 2 3 2

10 Bushing 1 1 1

11 Hose Clamp 2 2 2

12 T2 Truss Head Tapping Screw
(FT20410M0) 2 2 2

13 Instruction Manual 2 2 2

14 Barrier - A 1 1 1

15 Barrier - B 1 1 1

16 Barrier - C 0 1 0



3

ENGLISH
3. INSTALLATION
[a] Removal

1)	Press the ON/OFF button to shut down the unit. The unit shuts down after harvesting the ice made inside. Wait until the 
display shows “oFF”.

* While the display shows “CLn”, the unit is being cleaned with water. It may take a while until the unit shuts down.

2)	Turn off the main power supply. Be sure to work with the unit off.

3)	Remove the following five parts from the unit.

See the service manual for further details. 

1. Top Panel

2. Louver
3. Rear Panel

4. Pipe Cover

5. Rear Cover

Front view before removal Rear view before removal

Front view after removal Rear view after removal
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[b] Installation

1) Part No. 4

Step 1
Attach the tube pump bracket.
Use the two T2 truss head tapping screws (No. 2) to fix the 
tube pump bracket to the icemaking bracket.

Tube Pump Bracket

Step 2
Attach the tube with tee.
Remove the hose clamp at the bottom and pull the silicone 
hose off the pipe.

Tee

Clamp

Cut the hose at 40 mm from 
the bottom and again at 
20 mm. The 175 mm long 
silicone hose is divided into 
three parts. Dispose of the 
unnecessary 20 mm hose.

Attach the silicone hoses by 10 mm or more to 
both ends of the tee. Use the two clamps (No. 11) 
to secure the hoses. Reconnect the hoses to the 
original position.
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2) Part Nos. 14, 15 and 16

Step 4
Attach the tube with bushing.
Insert the tube with bushing fully into the hole in the pump 
motor’s plastic casing. If the space is not accessible, loosen 
the pump motor fixing screw and move the pump motor before 
starting work.

Bushing

Coupling

Step 5
Attach the tube with coupling.
Run the tube through the channel at the rear of the unit, then 
into the wire retainer at the top of the machine compartment, 
and out to the unit front.
Note: Do not crush the tube when running it into the wire 
retainer.

Wire Retainer (at machine compartment top)

Step 3
Unscrew and lift up the pump motor, and remove the hole plug. 
Then, refit the pump motor to the original position and tighten 
the screw.

Pump Motor Fixing Screw

Step 6
Use the three truss head machine screws (No. 9) to 
assemble the sheet metal parts (Nos. 14, 15 and 16) as 
shown.
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3) Part No. 1

4) Part No. 3

NOTICE
When replacing or refilling the citric acid pack, do not overtighten or forget to tighten the cap nut. Check for leakage after 
tightening the nut.
The concentration of citric acid solution must not exceed 40%. Use citric acid hydrate approved as a food additive.

Step 7
While putting the parts assembled in Step 6 into the 
unit front, use the bushing (No. 10) to protect the 
tube taken out from the front in Step 5 and set it in 
the sheet metal hole.
Then, use the three T2 truss head tapping screws 
(No. 2) to fix the tube to the base (2 points) and the 
top (1 point).

Bushing (No. 10)
Base (2 points)

Top (1 point)

Lug

Step 8
Insert the base - cleaning (No. 1) into the base lug 
and secure it to the base using the two T2 truss 
head tapping screws (No. 2). 

Cap Nut
Step 9
Remove the cap nut, pour 1250 ml [KM-40/60/80C(-HC)] or 2500 ml [KM-
130C, KM-140C-HC] of 40% citric acid solution into the pack and tighten the 
cap nut before connecting the cleaning pack assy (No. 3) to machine side. 
(For replacement, remove the cap nut from the old pack and tighten the nut 
to the new pack.)
* Ask qualified personnel about the 40% citric acid solution or purchase the 
solution at home center.

When making the solution by yourself, stir 580 g [KM-40/60/80C(-HC)] 
or 1160 g [KM-130C, KM-140C-HC] of citric acid hydrate commercially 
available as a food additive into 870 ml [KM-40/60/80C(-HC)] or 1740 ml 
[KM-130C, KM-140C-HC] of warm water to thoroughly dissolve it and pour 
the solution in the pack.
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5)	Part Nos. 5 and 8

After tightening the pack cap nut, insert the pack assy into 
the coupling taken out in Step 7 until it clicks.

If the pack assy cannot be inserted, the coupling may be locked.
Press the button as shown to unlock the coupling, and try again.

Step 10 [KM-40/60/80C(-HC)]
Use the two T2 truss head tapping screws (No. 2) to fix 
the barrier - spring (No. 5) and barrier - control box (No. 8) 
in their correct position as shown.

Screw (2 points)

Barrier - Control Box (No. 8)

Barrier - Spring (No. 5)

Screw (2 points at top and bottom)
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Step 10 [KM-130C, KM-140C-HC]
Use the three T2 truss head tapping screws (No. 2) to 
fix the barrier - spring (No. 5) in its correct position as 
shown.

Screw (3 points)

Barrier - Spring (No. 5)

6)	Part No.6 [KM-40/60/80C(-HC)]

7)	Part No. 7

Step 12
After refitting the removed louver, 
fix it with the thumbscrew(s) (No. 
7).
*	Dispose of the original louver 

fixing screw(s).

[KM-40/60/80C(-HC)] [KM-130C, KM-140C-HC]
Thumbscrew (2 points) Thumbscrew (1 point)

Step 11
Tighten the spacer (No. 6) into the original louver fixing 
screw hole (2 points on left and right).
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8)	Wiring

9)	Refit the parts removed in step 3) of “[a] Removal” in their correct position.

10)	Turn on the main power supply. Check that the display shows “oFF”. If the display shows “oN”, press the ON/OFF button 
once.

11)	Press the CLEANING button 3 times while pressing and holding the RESET button. The unit enters the service mode and 
the display shows “S01”. 

	 Note: When no buttons have been pressed for 20 seconds in the service mode, the display returns to “oFF”.

12)	Keep pressing the CLEANING button until the display shows “S45”. If the display passes “S45”, press the ON/OFF button to 
return.

13)	When the display shows “S45”, press the RESET button. The display switches to “0”.
 
14)	Press the ON/OFF button. When the display shows “1”, press the RESET button. After 20 seconds, the display returns to 

“oFF”.

II. OPERATING INSTRUCTIONS

1. TRIAL RUN

Check the cleaning kit for proper operation. It takes about 40 minutes.

1)	Press and hold the RESET button for 3 seconds. The unit enters the user mode and the display switches to “U04”.
	 Note: When no buttons have been pressed for 20 seconds in the user mode, the display returns to the original state.

2)	Keep pressing the CLEANING button until the display shows “U54”. If the display passes “U54”, press the ON/OFF button to 
return.

3)	When the display shows “U54”, press the RESET button. The display switches to “---”. 

4)	Press the ON/OFF button. The display switches to “CLn”. Then, press the RESET button. The fully automated chemical 
cleaning starts and goes on as below.

(a) Cleaning
Circulate water to descale the water circuit.
Display

Step 13
Insert the connector (black) coming out from the tube pump 
into the unit’s main wiring connector (black), and use the tie 
to bundle any excess wires.
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(b) Chemical feeding
Feed the chemical into the unit.
Display 

(c) Washing
Circulate the chemical to wash the water circuit.
Display

* To skip any of the above steps and directly go on to the step (d) below, press the RESET button in the step (a), (b) or (c).

(d) Rinsing
Circulate water to wash away the remaining chemical in the water circuit (4 times).
Display

(e) Circuit washing
Wash the chemical feeding line with water. 
Display

(f) Draining
Thoroughly drain the water used for cleaning.
Display

4)	When the display returns to “oFF”, the trial run is completed.
- Check for water leakage in the unit.
- Check the unit for error stop.

5)	Press the ON/OFF button to start the icemaking operation.
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2. CHEMICAL REPLACEMENT
When the citric acid pack becomes empty, the display shows “n93”. 
The citric acid pack needs to be refilled or replaced.

[a] Replacement

1)	Take the empty citric acid pack out from the unit as follows.

Step 1
Remove the louver.
Remove the thumbscrew(s) at the louver bottom by hand. 
Hold the louver bottom with both hands, pull it a little towards 
you, and lift it up.

[KM-130C, KM-140C-HC]

[KM-40/60/80C(-HC)]

Step 2
Remove the pack.
Press the button to unlock the coupling, and then disconnect 
the pack assy from the coupling.

Cap Nut

CAUTION
Wear protective equipment (e.g. protective glasses) at replacement. When replacing or refilling the citric acid pack, do not grip 
the pack too hard. The citric acid solution may spout out and splash into your eyes. In that case, wash your eyes with clean 
water.

NOTICE
When replacing or refilling the citric acid pack, do not leave the coupling removed for a long period. The citric acid solution on 
the gasket, if dried and crystallized, may degrade the gasket’s seal function, resulting in water leakage.

If the citric acid solution splashes onto the cap nut at replacement, wash it with clean water.
If the citric acid solution is found dripping on the unit base at replacement, wipe it off thoroughly to prevent rust.

2)	See Steps 9 and 12 of “I. 3. [b] Installation” for the work procedure from citric acid pack replacement and refill to its 
reconnection and louver refitting.

3)	After replacing the citric acid pack, press and hold the RESET button. The unit enters the user mode and the display switches 
to “U04”.

	 Note: When no buttons have been pressed for 20 seconds in the user mode, the display returns to the original state.
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4)	Keep pressing the CLEANING button until the display shows “U55”. If the display passes “U55”, press the ON/OFF button to 

return.

5)	When the display shows “U55”, press the RESET button. The display switches to “reS”.

6)	Press the RESET button. The number of the chemical feeds is reset. After the unit is left for 20 seconds, the display returns to 
the original state.

3. CLEANING FREQUENCY

The fully automated chemical cleaning frequency is set to once every 400 cycles (once every 2 weeks).
To change the frequency, follow the steps below. 

1)	Check that the display shows “run”, “oFF” or “FuL”. When the display shows “CLn” or the fully automated chemical cleaning 
process, the setting cannot be changed. Wait until the display switches.

2)	Press and hold the RESET button for 3 seconds. The unit enters the user mode and the display switches to “U04”. 
	 Note: When no buttons have been pressed for 20 seconds in the user mode, the display returns to the original state.

3)	Keep pressing the CLEANING button times until the display shows “U50”. If the display passes “U50”, press the ON/OFF 
button to return.

4)	When the display shows “U50”, press the RESET button. The display switches to “40”, which indicates the frequency of once 
every 400 cycles.

5)	Press the ON/OFF button and CLEANING button to select the desired frequency. 
	 e.g. 400: once every 400 cycles, 1000: once every 1000 cycles
	 The frequency is selectable from 400 to 1000 cycles.

6) When the display shows the desired number, press the RESET button. The frequency is changed. After the unit is left for 
20 seconds, the display returns to the original state.

4. STOP

To stop the fully automated chemical cleaning, press the RESET button. After the chemical is fed, it takes a while until the unit 
finishes rinsing.

5. ERROR

-	Power supply error during fully automated chemical cleaning
	 When the main power supply is turned off during the fully automated chemical cleaning (e.g. power failure), the cleaning starts 

from the rinse cycle after the main power supply is resumed. This is because the icemaking operation starts after the remaining 
solution in the unit is removed. 

-	When the “n93” flashes, the citric acid pack is empty. After the fully automated chemical cleaning is completed, refill the citric 
acid pack according to “2. CHEMICAL REPLACEMENT”.

-	When the display shows “n70”, water is not coming into the unit. Check for low water.

6. PREPARING THE KIT FOR LONG STORAGE
When the fully automated chemical cleaning function is not used for 2 months or more, fill the citric acid pack half with water 
and carry out the manual chemical cleaning process once (See “1. TRIAL RUN”). This is to wash out the citric acid solution 
remaining in the tube. Otherwise, the citric acid solution in the tube may dry and cause check valve failure.
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3) Componente N. 1

4) Componente N. 3

AVVISO
Quando si sostituisce o si ricarica la cartuccia di acido citrico, non serrare eccessivamente o dimenticarsi di serrare il dado 
cieco. Dopo aver serrato il dado, verificare che non vi siano perdite.
La concentrazione della soluzione di acido citrico non deve superare il 40%. Utilizzare acido citrico idrato approvato come 
additivo alimentare.

  

Operazione 7
Mettendo i componenti assemblati all’Operazione 
6 nella parte anteriore dell’unità, utilizzare il 
pressacavo (N. 10) per proteggere il tubo estratto 
dalla parte anteriore all’Operazione 5 e posizionarlo 
nel foro della lamiera in metallo.
Quindi, utilizzare le tre viti autofilettanti a testa tonda 
T2 (N. 2) per fissare il tubo alla base (2 punti) e la 
parte superiore (1 punto).

Pressacavo (N. 10)
Base (2 punti)

Parte 
superiore 
(1 punto)

Aletta

Operazione 8
Inserire la base di pulizia (N. 1) nell’aletta della base 
e fissarla alla base con le due vite autofilettanti a 
testa tonda T2 (N. 2). 

Dado cieco Operazione 9
Rimuovere il dado cieco, versare 1.250 ml [KM-40/60/80C(-HC)] o 2.500 
ml [KM-130C, KM-140C-HC] di soluzione di acido citrico al 40% nella 
cartuccia e serrare il dado cieco prima di collegare il gruppo cartuccia di 
pulizia (N. 3) al lato della macchina. (Per la sostituzione, togliere il dado 
cieco dalla cartuccia vecchia e serrare il dado sulla cartuccia nuova.)
*	Per acquistare la soluzione di acido citrico al 40%, rivolgersi a personale 
qualificato o recarsi in un negozio di casalinghi.

Se si prepara da sé la soluzione, mescolare 580 g [KM-40/60/80C(-HC)] 
o 1.160 g [KM-130C, KM-140C-HC] di acido citrico idrato comunemente 
disponibile in commercio come additivo alimentare in 870 ml [KM-
40/60/80C(-HC)] o 1.740 ml [KM-130C, KM-140C-HC] di acqua calda per 
scioglierlo completamente e versare la soluzione della cartuccia.
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5)	Componenti N. 5 e 8

Dopo aver serrato il dado cieco della cartuccia, inserire il 
gruppo cartuccia nell’accoppiamento estratto all’Operazione 
7 finché scatta in posizione.

Se non si riesce a inserire il gruppo cartuccia, l’accoppiamento 
potrebbe essere bloccato.
Premere il pulsante come illustrato per sbloccare l’accoppiamento 
e riprovare.

Operazione 10 [KM-40/60/80C(-HC)]
Utilizzare le due viti autofilettanti a testa tonda T2 (N. 2) 
per fissare la protezione per molla (N. 5) e la protezione 
per scatola di comando (N. 8) nelle rispettive posizioni 
corrette come illustrato.

Vite (2 punti)

Protezione per scatola di comando (N. 8)

Protezione per molla (N. 5)

Vite (2 punti in alto e in basso)
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Operazione 10 [KM-130C, KM-140C-HC]
Utilizzare le tre viti autofilettanti a testa tonda T2 (N. 2) 
per fissare la protezione per molla (N. 5) e la protezione 
per scatola di comando (N. 8) nelle rispettive posizioni 
corrette come illustrato.

Vite (3 punti)

Protezione per molla (N. 5)

6)	Componente N. 6 [KM-40/60/80C(-HC)]

7)	Componente N. 7

Operazione 12
Dopo aver reinstallato la griglia 
di aerazione precedentemente 
rimossa, fissarla con la/le vite/viti 
a testa zigrinata (N. 7).
* �Eliminare la/le vite/viti di 

fissaggio originarie della griglia 
di aerazione.

[KM-40/60/80C(-HC)] [KM-130C, KM-140C-HC]
Vite a testa zigrinata (2 punti) Vite a testa zigrinata (1 punto)

Operazione 11
Serrare il distanziatore (N. 6) nel foro della vite di fissaggio 
originaria della griglia di aerazione (2 punti a sinistra e a 
destra).
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8)	Cablaggio 

9)	Reinstallare i componenti rimossi all’operazione 3) di “[a] Rimozione” nella posizione corretta.

10)	Attivare l’alimentazione elettrica principale. Controllare che sul display sia visualizzata l’indicazione “oFF”. Se sul display 
viene visualizzata l’indicazione “oN”, premere una volta il pulsante ON/OFF.

11)	Premere il pulsante CLEANING 3 volte tenendo premuto il pulsante RESET. L’unità entra nella modalità di assistenza e sul 
display viene visualizzata l’indicazione “S01”. 

	 Nota: se non si preme alcun pulsante per 20 secondi nella modalità di assistenza, il display visualizza di nuovo l’indicazione “oFF”.

12)	Continuare a premere il pulsante CLEANING finché sul display viene visualizzata l’indicazione “S45”. Se si oltrepassa 
l’indicazione “S45” visualizzata sul display, premere il pulsante ON/OFF per tornare indietro.

13)	Quando sul display viene visualizzata l’indicazione “S45”, premere il pulsante RESET. Il display passa all’indicazione “0”.
 
14)	Premere il pulsante ON/OFF. Quando sul display viene visualizzata l’indicazione “1”, premere il pulsante RESET. Dopo  

20 secondi, il display torna a visualizzare l’indicazione “oFF”.

II. ISTRUZIONI DI FUNZIONAMENTO

1. PROVA

Verifica che il kit di pulizia funzioni correttamente. La procedura richiede circa 40 minuti.

1)	Tenere premuto il pulsante RESET per 3 secondi. L’unità entra nella modalità utente e l’indicazione visualizzata sul display 
passa a “U04”.

	 Nota: se non si preme alcun pulsante per 20 secondi nella modalità utente, il display torna allo stato originario.

2)	Continuare a premere il pulsante CLEANING finché sul display viene visualizzata l’indicazione “U54”. Se si oltrepassa 
l’indicazione “U54” visualizzata sul display, premere il pulsante ON/OFF per tornare indietro.

3) Quando sul display viene visualizzata l’indicazione “U54”, premere il pulsante RESET. Il display passa all’indicazione “---”. 

4)	Premere il pulsante ON/OFF. Il display passa all’indicazione “CLn”. Dopo di che, premere il pulsante RESET. La pulizia 
chimica completamente automatizzata si avvia e procede come descritto di seguito.

(a) Pulizia
Viene fatta circolare acqua per disincrostare il circuito idraulico.
Indicazione sul display

Operazione 13
Inserire il connettore (nero) che fuoriesce dalla pompa a 
tubo nel connettore (nero) del cablaggio principale dell’unità 
e utilizzare la fascetta per raggruppare eventuali cavi in 
eccesso.
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(b) Alimentazione del prodotto chimico
Viene alimentato il prodotto chimico nell’unità.
Indicazione sul display 

(c) Lavaggio
Viene fatto circolare il prodotto chimico per lavare il circuito idraulico.
Indicazione sul display

*	 Per saltare una qualsiasi delle operazioni summenzionate e andare direttamente all’operazione (d) indicata di seguito, 
premere il pulsante RESET all’operazione (a), (b) o (c).

(d) Risciacquo
Viene fatta circolare acqua per eliminare il prodotto chimico residuo dal circuito idraulico (4 volte).
Indicazione sul display

(e) Lavaggio del circuito
La linea di alimentazione del prodotto chimico viene lavata con acqua. 
Indicazione sul display

(f) Scarico
L’acqua utilizzata per la pulizia viene completamente scaricata.
Indicazione sul display

4)	Quando sul display viene di nuovo visualizzata l’indicazione “oFF”, la prova è stata completata.
- Verificare che l’unità non presenti perdite.
- Verificare che l’unità non si arresti a causa di errori.

5)	Premere il pulsante ON/OFF per avviare la produzione del ghiaccio.
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2. SOSTITUZIONE DEL PRODOTTO CHIMICO
Quando la cartuccia di acido citrico si esaurisce, sul display viene visualizzata l’indicazione “n93”. 
Occorre ricaricare o sostituire la cartuccia di acido citrico.

[a] Sostituzione

1)	Estrarre la cartuccia di acido citrico dall’unità come descritto di seguito.

Operazione 1
Rimuovere la griglia di aerazione.
Rimuovere a mano la/le vite/viti a testa zigrinata sul 
fondo della griglia di aerazione. Tenere il fondo della 
griglia di aerazione con entrambe le mani, tirarla un 
po’ verso di sé e sollevarla.

[KM-130C, KM-140C-HC]

[KM-40/60/80C(-HC)]

Operazione 2
Rimuovere la cartuccia.
Premere il pulsante per sbloccare l’accoppiamento e 
scollegare il gruppo cartuccia dall’accoppiamento.

Dado cieco

ATTENZIONE
Indossare dispositivi di protezione (ad es. occhiali protettivi) durante la sostituzione. Quando si sostituisce o si ricarica la 
cartuccia di acido citrico, non afferrare la cartuccia troppo energicamente. Si rischia che la soluzione di acido citrico schizzi 
fuori e finisca negli occhi. Se ciò dovesse accadere, lavare gli occhi con acqua pulita.

AVVISO
Quando si sostituisce o si ricarica la cartuccia di acido citrico, non lasciare l’accoppiamento scollegato troppo a lungo. Se la 
soluzione di acido citrico presente sulla guarnizione si secca e cristallizza, rischia di deteriorare la tenuta della guarnizione, 
causando perdite d’acqua.

Se durante la sostituzione la soluzione di acido citrico schizza sul dado cieco, lavarlo con acqua pulita.
Se durante la sostituzione si nota che la soluzione di acido citrico gocciola sulla base dell’unità, pulirla bene onde evitare che 
arrugginisca.

2)	Vedere le operazioni 9 e 12 di “I. 3. [b] Installazione” per la procedura di lavoro che va dalla sostituzione e ricarica della 
cartuccia di acido citrico fino al suo ricollegamento e reinstallazione della griglia di aerazione.

3)	Dopo aver sostituito la cartuccia di acido citrico, tenere premuto il pulsante RESET. L’unità entra nella modalità utente e 
l’indicazione visualizzata sul display passa a “U04”.

	 Nota: se non si preme alcun pulsante per 20 secondi nella modalità utente, il display torna allo stato originario.
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4)	Continuare a premere il pulsante CLEANING finché sul display viene visualizzata l’indicazione “U55”. Se si oltrepassa 

l’indicazione “U55” visualizzata sul display, premere il pulsante ON/OFF per tornare indietro.

5)	Quando sul display viene visualizzata l’indicazione “U55”, premere il pulsante RESET. Il display passa all’indicazione “reS”.

6)	Premere il pulsante RESET. Il numero di alimentazioni del prodotto chimico viene azzerato. Dopo aver lasciato l’unità per  
20 secondi, il display ritorna allo stato originario.

3. FREQUENZA DI PULIZIA

La frequenza della pulizia chimica completamente automatizzata è impostata su una volta ogni 400 cicli (una volta ogni 2 settimane).
Per modificare la frequenza, procedere come segue. 

1)	Controllare che sul display sia visualizzata l’indicazione “run”, “oFF” o “FuL”. Se sul display viene visualizzata l’indicazione 
“CLn” o la procedura di pulizia chimica completamente automatizzata, non è possibile modificare l’impostazione. Attendere 
che l’indicazione visualizzata sul display cambi.

2)	Tenere premuto il pulsante RESET per 3 secondi. L’unità entra nella modalità utente e l’indicazione visualizzata sul display 
passa a “U04”. 

	 Nota: se non si preme alcun pulsante per 20 secondi nella modalità utente, il display torna allo stato originario.

3)	Continuare a premere il pulsante CLEANING finché sul display viene visualizzata l’indicazione “U50”. Se si oltrepassa 
l’indicazione “U50” visualizzata sul display, premere il pulsante ON/OFF per tornare indietro.

4)	Quando sul display viene visualizzata l’indicazione “U50”, premere il pulsante RESET. Il display passa all’indicazione “40”, 
ossia la frequenza pari a una volta ogni 400 cicli.

5)	Premere il pulsante ON/OFF e il pulsante CLEANING per selezionare la frequenza desiderata. 
	 Esempio: “400”: una volta ogni 400 cicli, “1.000”: una volta ogni 1.000 cicli
	 La frequenza è selezionabile tra 400 e 1.000 cicli.

6) Quando sul display viene visualizzato il numero desiderato, premere il pulsante RESET. La frequenza è stata modificata. 
Dopo aver lasciato l’unità per 20 secondi, il display ritorna allo stato originario.

4. ARRESTO

Per arrestare la pulizia chimica completamente automatizzata, premere il pulsante RESET. Dopo che il prodotto chimico è stato 
alimentato, attendere un po’ di tempo finché l’unità finisce il risciacquo.

5. ERRORE

-	Errore di alimentazione elettrica durante la pulizia chimica completamente automatizzata
	 Se l’alimentazione elettrica principale si disattiva durante la pulizia chimica completamente automatizzata (ad es. per un 

blackout), la pulizia inizia dal ciclo di risciacquo dopo il ripristino dell’alimentazione elettrica. Questo perché la produzione del 
ghiaccio si avvia dopo la rimozione della soluzione rimasta nell’unità. 

-	Quando l’indicazione “n93” lampeggia, la cartuccia di acido citrico è esaurita. Completata la pulizia chimica completamente 
automatizzata, ricaricare la cartuccia di acido citrico seguendo le istruzioni in “2. SOSTITUZIONE DEL PRODOTTO 
CHIMICO”.

-	Quando sul display viene visualizzata l’indicazione “n70”, l’unità non riceve acqua. Controllare che il livello dell’acqua non sia 
basso.

6. PREPARATIVI PER LA CONSERVAZIONE A LUNGO TERMINE DEL KIT
Se non si usa la funzione di pulizia chimica completamente automatizzata per 2 mesi o più, riempire la cartuccia di acido citrico 
per metà con acqua ed eseguire una volta la procedura manuale di pulizia chimica (vedere “1. PROVA”). In questo modo si 
elimina la soluzione di acido citrico che rimane nel tubo. In caso contrario, si rischia che la soluzione di acido citrico all’interno 
del tubo si secchi, guastando la valvola di ritegno.


